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| Firmware updates for DM system

Applicable Model

DMA-1511
DMA-1510
DMA-1551
DMA-1550
MO-82
MO-952
MO-972
MO-972A
PC-5DM

|J Preparation for firmware update

Before downloading the firmware update, please have the following materials ready.
e Computer running Windows XP SP3 / Vista /7 )
* Please update Windows to the latest version.
* Required NET Framework 4.0 Client Profile.

* When your OS is Windows 2000, Windows XP (prior to SP2,) please contact a local
Narishige office.

USB cable (Type A or Type B straight)
Device driver for USB serial port
Required application for update
Required BIN file for firmware

Center Unit of DM series

Keypad of DM series

Display of DM series

Drive unit of DM series

Precision screwdriver for small screws
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IJ |nSta"in9 the device driver (If the driver has been installed, this procedure is not required.)

"Device driver" is a software that connects your PC with the control box of DM system.
Device driver is required, which can be downloaded from FTDI's website.

Downloading the required device driver

Device driver supported for each OS can be downloaded from the FTDI website
(http://www.ftdichip.com/).

Click "Drivers" on left menu, and then, click "VCP." See the list on right menu, and find "FT232R"
according to your Operating System, and click the numbered link of "Driver Version" to download.

How to install Device driver

* Membership in the local Administrators group, or equivalent, is the minimum required to
complete this procedure.

1. Unzip the device driver above in any folder.
2. Connect your computer and Control Box with USB cable.
3. For the first time the power is on, the device driver starts installing automatically.

WindowsXP

1. See the window of "Found New Hardware Wizard", and click "Next."

2. Select "Search for the best driver in these locations," and click "Next."

3. As an option for Search for the best driver in these locations, check "specific
location" and click "Next."

4. Specified location will be asked. Select the folder previously prepared at procedure 1.
Choose any file in the folder.

5. After finding the device driver, click "Next."

6. Confirm the device driver normally installed.

7. Next, serial port driver needed to be installed.

8. Repeat the same procedure from "a" to "f", to install the driver.
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|J Installing the updating application

"Updating application" is a software that updates the firmware of DM system, which is also called
as "BIN file".

If you have installed the old application for update (before Ver.1.1.2,) click "Start" > "Setting" >
"Control Panel" > "Uninstall a program" (or "Add or Remove Programs") > "DM SYSTEM Firmware
update tool," and uninstall the program. After uninstall is completed, follow the procedure.

1.

Download the firmware of DM System, Version 1.2.0 (filename: DMFW120_jp.zip) in any
folder, and then unpack it.

2. Double click "Setup120jp.msi" and activate the installer.
3.

Install the application according to the instructions displayed.

* Application must be installed by a user with the administrative right.

|\ Firmware update procedure

1.

2.

> w

After connecting the Keypad and the Display Unit with the Control Box of DM series,
connect your computer and the Control Box of DM series with USB cable.
Select and click "DM System Firmware update tool" from start menu, it starts the application.

* In default installation, proceed in the order of "Start" > "Program" > "Narishige", and you
can find "DM System Firmware update tool" there.

Follow the window message to operate the updating.
If you are updating the firmware for the product other than DMA-1510, configure the
setting by referring to the page; "the connecting module setting" from the file downloaded.

o |IF you are using the model, DMA-1510, follow the next step 5, since you don't need
to change the setting.

o |IF your settings as well as connecting components have been changed from the
default setting due to additional module or change, configure the setting for your
changes.

Initialize the parameter settings. Pressing the key on keypads; ("MENU" > "System" > "User
data init" > "execute")
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| Cautions for downloading the firmware

o After completing firmware update, existing parameters in internal memory are initialized.

* If the previously existing parameters needed to be used continuously, please take notes of
parameters for the record, and redo the parameter settings after the update.

« When "FW switch" at the front panel of DM system, needed to be operated by using
precision screwdriver with a thin and sharp edge, be careful not to damage the other part of
switch area.

« Do not activate the other application when running the updating application.

e Do not pull the USB cable out of the port when running the updating application.

« Do not terminate the updating application as well as turning off Windows when running the
updating application.

e Do not shut the power down the DM system when running the updating application, as long
as the message does not give the instruction.

« After the downloading is normally completed, if the DM system does not start or operation
does not run normal operation, subsequently the downloaded BIN file is possibly
malfunctioned. In case it happened, try to reload the BIN file.

o Before the firmware update, make sure to connect Keypad and Display to the Center Unit.
(On the other hand, it won't be a problem if the drive unit is not connected.)

|l In case the updating operation does not succeed.

If unspecified failure happens, and it aborts the processing of firmware and parameters updating,
the updating operation comes to fail. Consequently to this, it may cause that DM system will not be
started.

In case the failure happens, start the updating application, and click the "Forced Update" for re-
updating.

After clicking the "Forced Update" button, a new window opens, it requires to enter model name

and serial number. Refer to the label attached on the body of main product or each unit, type to
enter each information.
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Customer Support Contact Information

In the event the instrument should fail to operate as intended or further assistance is required, please contact
the nearest Narishige office listed below.

NARISHIGE CUSTOMER SUPPORT CENTER

27-9, Minamikarasuyama 4-chome, Setagaya-ku, Tokyo 157-0062, Japan
Phone: +81-3-3308-8232  FAX: +81-3-3308-2005

E-mail: sales@narishige.co.jp

NARISHIGE INTERNATIONAL USA, INC.
1710 Hempstead Turnpike, East Meadow, NY 11554, U.S.A.
Phone : +1-516-794-8000  FAX : +1-516-794-0066
e-mail : info@narishige-usa.com

NARISHIGE INTERNATIONAL LTD.

Unit 7, Willow Business Park, Willow Way, London SE26 4QP, U.K.
Phone: +44-20-8-699-9696 FAX: +44-20-8-291-9678

E-mail: eurosales@narishige.co.uk

Web site: http://narishige-group.com/
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